ABS

P OLY Teknisk Dataark
Printing Setting ABS
Printing temperature 220-2507C
Hot bed temperature 80-110°C
Printing speed 50-90mm/s
Physical Properties Test Method ABS
Tensile Strength(kg/m?) ASTM D638 460
Tensile Elongation(%) ASTM D638 25
Flexural Strength(kg/m?) ASTM D790 790
Flexural Modulus(kg/m?) ASTM D790 27000
IZOD Impact Strangth(kg-cm/cm) [ ASTM D256 21
Melt Flow Index(g/10min) ASTM D1238 22
Hardness(R Scale) ASTM D785 116
Specific Gravity ASTM D792 1.05
Vicat Softening Temp.(C) ASTM D1525 105
Heat Distortion Temp.(C) ASTM D648 95
Flammability UL 94 1.6mm,HB
P OLY Tekn!:l!-l)écaark
Printing Setting PLA
Printing temperature 190-220C
Printing speed 50-90mm/s
Physical Properties ASTM Method PLA
Specific Gravity D792 1.24
MFR,g/10min(210°C,2.16kg) D1238 14
Relative Viscosity / 3.3
Crystalline Melt Temperature(C) D3418 145-160
Glass Transistion Temperature(C D3418 55-60
Mechanical Properties ASTM Method PLA
Tensile Yield Strength,psi(Mpa) D638 9,000(62)
Tensile Elongation,% D638 3.5
Notched Izod Impact,ft-Ib/in(J/m) D256 0.3(16.0)
Flexural Strength(MPa) D790 15,700(108)
Flexural Moldulus,psi(Mpa) D790 515,000(3600)
Heat Distortion Temperature(C) E2092 55
Processing Temperature PLA
Melt Temperature 200°C




